





SMARTER

Bluehill® Impact

Drop height [mm] Temperature [C)

426,2 80,0

The test will start automatically once the specimen have been conditioned at 80 +/- 2 °C for 5 seconds.

While conditioning the temperature shall be stable in the tolerance range for at least 1 second

00:00:04

Calibration Alert Smart Conditioning Control
Automatic alerts are generated when Tup calibration period is expiring. This Bluehill Impact is able to control temperature stabilization within the
feature helps to reduce the risk of invalid tests and protect your results thermostatic chamber.

against inaccuracies.



SAFER

Safety without Sacrificing Throughput

Drop height [mm] Temperature [*C]

426,2 53,0

Reaching test temperature. Please wait

Temperature  [°C]
23,0

Report

Photocell position  [mm]

The temperature set point will be achieved in 57 seconds and stable for 1 second. If not stabilized in 2 minutes, the system stops.

Tem, ture [°C]
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Contact force versus time history
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30,0m 12408,022 29,798 -11,392
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Built in safety coaching Your results Are Always Saved

The 9400 system is a fully enclosed system to conform with CE regulations. As Never lose your results even if the system experiences an unexpected
an additional safety measure, the system gives clear visual information on the shutdown.

instrument status, so users always know when a test is in progress. Bluehill

Impact security allows the Lab manager to configure permissions in the software,

granting full permissions to super users and limiting access where needed.

Safety without Sacrificing Throughput | 9
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SUPPORT FOR THE LIFE OF YOUR EQUIPMENT

Protecting Your Investment

Instron® is the largest supplier of materials testing systems in the world. Our reliable testing
systems can run 24 hours a day, 7 days a week, 365 days of the year. However, if something
does go wrong, or if you have a question, we offer a variety of resources to ensure you receive
the assistance you need as soon as you need it.

Training

e Training courses available on-site or in one of our Regional Training Centers
e Utilize our Applications Engineering Lab or Custom Solutions Group for the
latest technological advances in materials testing

Advanced Support

Our Sales, R&D, and Tech Support teams work together with you from initial
enquiry through to delivery, offering full access to demonstration models at our
design facilities across the world.

Calibration

Our state-of-the-art Calibration Laboratory offers a comprehensive range of
accredited calibration and verification services complying with ASTM, I1SO, and
Nadcap standards for: force, speed, strain (extensometers), displacement,
impact, temperature, torque, creep, strain gauge channel, and alignment.




| RETROFIT COMPATIBILITY

Bluehill Impact & Dashboard with
Data Acquisition System

The state-of-the-art controller can be retrofitted on all the
9340 with Firmware version later than 1.00

Notes:
These specifications were developed in accordance with Instron’s standard procedures and are subject to change without notice.

All systems conform to all relevant European standards and carry a CE mark.

b"‘ INSTRON

11



| RETROFIT COMPATIBILITY

Bluehill Impact & Dashboard with
Data Acquisition System
The state-of-the-art controller can be retrofitted on all the

9350 Drop Towers with FW version later than 3.00, excluding
instruments with automatic feeding option.

Notes:
These specifications were developed in accordance with Instron’s standard procedures and are subject to change without notice.

All systems conform to all relevant European standards and carry a CE mark.
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FAQS

Bluehill Impact

uehill Impact
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Can | Use Gloves?

The Instron-supplied touch monitor has a capacitive
touch screen, so rubber and nitrile gloves, and gloves
with touch-sensitive finger tips may be used.
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You need absolute confidence in your impact testing system
- confidence in accurate, reliable, repeatable results, in the
system engineering and the manufacturer behind it.

Featuring future-proof high-speed and high throughout
capabilities and user-friendly software based on the popular
Instron Bluehill platform, Instron Drop Towers give you the
confidence you need in your results, time and time again.



At Instron, we maintain our position at the leading
edge of impact testing innovation through design
and collaboration, both with our customers and
leading university and industry researchers. We
lead by example, by meeting customer testing
needs across any application requirement.

Our Sales, R&D and Tech Support teams

work together with you from initial enquiry
through to delivery, offering full access

to demonstration models at our design

facilities across the world. We also
lead in calibration, with accredited
certification available through our
dedicated Service teams.
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“True innovation occurs when product designers
and developers show relentless curiosity towards
the needs of their customers. This builds an
understanding that allows them to anticipate and
create a new suite of solutions that are Simpler,
Smarter, and Safer.”

Yahya Gharagozlou

Group President
ITW Test & Measurement
(Instron is an ITW Company)

N Instron is a registered trademark of lllinois Tool Works Inc. (ITW). Other names, logos, icons and marks identifying Instron products and services referenced herein are trademarks of ITW
www.|nsi'ron .Com and may not be used without the prior written permission of ITW. Other product and company names listed are trademarks or trade names of their respective companies. Copyright © 2016
llinois Tool Works Inc. All rights reserved. All of the specifications shown in this document are subject to change without notice.
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